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1. PRODUCT AND COMPANY INFORMATION

Tri-Plex Technical Services, Ltd.

655 Solutions Drive

Freeburg, IL  62243

Telephone: 618-539-5843

Fax: 618-539-6245

Emergenices: Infotrac 800-535-5053
Product Name: Tri-Plex Extreme Stone Sealer 
Revision Date: 8/24/07
2. Composition/Information on Ingredients

Components




CAS Number 

%

TLV
Glycol Ether PNP



1569-01-3

10
3. Hazardous Identification

Primary Routes of Entry:


Eye contact, skin contact/absorption and ingestion.

Signs and symptoms of Overexposure:


Irritation to the eyes, nose, throat, and respiratory tract.

Target Organ Effects:


None known.

Potential Health Effects:


Eyes:



Product may cause slight irritation.


Skin:



Prolonged or repeated skin contact may cause irritation.


Ingestion:

Swallowing large amounts may be harmful.


Inhalation:

Vapor or mist may be harmful.
Reproductive/Developmental Information:


No data

Carcinogenic Information:

None of the ingredients of this material are listed as carcinogens by IARC, NTP. or OSHA.

Long term effects:


No data available.

4. First Aid Measures

Eyes:

Flush eyes with plenty of water for 15 minutes. If irritation persists, get medical attention.

Skin:

Flush skin with plenty of water for 15 minutes. If irritation persists, get medical attention.

Ingestion:

If swallowed, induce vomiting immediately as directed by medical personnel. Never give anything by mouth to an unconscious person. Get medical attention immediately.
Inhalation:


Remove to fresh air. If symptoms persist, get immediate medical attention.

5. FIRE FIGHTING MEASURES

Flash Point:


143 deg F (TCC)
Explosive Limits:


No data available.

Autoignition Temperature:


No data available.

Flammable Properties:

During a fire, thermal decomposition may generate toxic fumes of hydrofluoric acid and/or carbonyl difluoride.
Extinguishing media:


In case of fire, use water fog, dry chemical, CO2, or “alcohol foam”.

Fire Fighting Instructions:

Keep personnel removed from upwind of fire. Wear full fire-fighting turn-out gear (full Bunker gear) and respiratory protection (SCBA). Toxic fumes of hydrofluoric and/or carbonyl difluoride may be generated by thermal decomposition.
6. ACCIDENTAL RELEASE MEASURES

Absorb with an inert material and place in a chemical waste container. Rinse the area with water.

7. HANDLING AND STORAGE

Store in a cool, well ventilated place. Protect from freezing.  Keep container closed while stored. Follow all MSDS/label warnings even after container is emptied since emptied containers retain product residues. 
8. EXPOSURE CONTROLS/PERSONAL PROTECTION

Eye Protection:


Wear chemical splash goggles.

Skin Protection:

Wear chemical resistant gloves. Wear impervious clothing and boots to prevent repeated or prolonged skin contact.

Respiratory Protection:


Good general ventilation should be sufficient to control airborne levels.

Engineering Controls:

Provide sufficient mechanical ventilation to maintain exposure below the level of overexposure.

9. PHYSICAL AND CHEMICAL PROPERTIES

Appearance:


Clear to slightly hazy, yellow liquid that tends to settle upon standing.
Odor:


Mild ammonia odor
pH:


7.5 - 9.5
Vapor pressure:


No data available.

Vapor Density:


No data available.
Boiling Point:


212 Degrees F
Solubility in water:


Dispersible
Evaporation Rate:


(water = 1)  approx 1
10. STABILITY AND REACTIVITY

Stability:


Stable.

Conditions to Avoid:


Avoid extreme temperatures. Avoid freezing.
Incompatibility:


None known.

Hazardous Decomposition Products:

During a fire, thermal decomposition may generate toxic fumes of hydrofluoric acid and/or carbonyl difluoride. Also, during a fire, oxides of carbon and nitrogen may be realeased.
Hazardous Polymerization:


Will not occur.

11. TOXICOLOGICAL INFORMATION

No data available.

12. ECOLOGICAL INFORMATION

No data available.

13. DISPOSAL CONSIDERATIONS

If this product as supplied becomes a waste, it does not meet the criteria of a hazardous waste as defined under the Resource Conservation and Recovery Act (RCRA) 40CFR261. Do not incinerate.  Incineration may produce toxic gases. The recommended disposal technology is incineration (such as fly ash) so that no free liquid remains before disposal to a licensed industrial waste facility. Dispose of in accordance with all applicable federal, state, and local regulations.

14. TRANSPORT INFORMATION

In containers of 119 Gallons or less this product is not regulated by DOT.

Proper Shipping Name:
Combustible liquid, NOS 
(contains dipropylene glycol monopropyl ether)
Hazard Class:


Combustile Liquid 
Identification Number:
NA 1993
Packing Group:

III
International shipments or domestic shipments in containers greater than 119 Gallons:  Flammable liquid, N.O.S., (contains dipropylene glycol monopropyl ether), 3, UN 1993, PG III
15. REGULATORY INFORMATION

US Federal Regulations:


TSCA:



The intentional ingredients of this product are listed.

CERCLA:



None.


SARA Section 302:



None.

SARA Section 313:



None.


State Regulations:




California Proposition 65:





None




Massachusetts:





None
16. OTHER INFORMATION

HMIS Rating:


Health: 1, Flammability: 2, Reactivity: 0

Revision Date 8/24/07: Original Issue.

This information relates only to the specific material designated herein and does not relate to use in combination with any other material or in any process. Such information is to the best of out knowledge and belief, accurate and reliable as of the date compiled. However, no representation, warranty or guarantee is made as to its accuracy, reliability, or completeness. It is the user’s responsibility to satisfy himself as to the suitability and completeness of this information for his own particular use. We do not accept liability for any loss or damage that may occur from the use of this information nor do we offer warranty against patent infringement.

